XRotor 3115 PRO-900KV % #ossviune:
EitS# Specification

s XRotor 3115 PRO-900KV
Model
BHRT ®37.2*H34.2mm R 12681 44%
Motor size Slot& Pole 12N14P
EFRY ®31*15mm RS 115022
Stator size Bearing
EFIZ SRRYRE, T180°CERRE kit e ®5mm
Stator process High standard silicon steel sheet, 180°C high Motor axle diameter
temperature resistance paint-coat
BEEER fif220°CHiE C4 IR 17mm
220°C high temperature resistant, C class
Enamelled wire insulation Shaft Lenght
HBESN 500VazimigEi FEMZ LR T ®19mm-4*M3
Isolation test 500V AC high voltage resistance test Motor mounting dimensions

¥ ARSE Specification

KV 900
KV

EERE LiPo-6S
Battery(LiPo)

TR 2.6A

No-load current

RARR/AGEZEIMERE <25 °C) 87.8A/16s
Maximum current (Non-hermetic
Ambient Temperature < 25°C)

BUEHINER 420W
Rated power output

BRAINE 2106/16s
Max power

AR 5.25kg
Max thrust

GE[EI 31mQ
Resistance

HEeHIE 16AWG
Wire size

HEKE 300mm
Wire length

BNER(R%) 1279

Weight(With wire)



