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SkyWalker 2320SL 860KV

35

28

21

14

7

0

100

80

60

40

20

300

240

180

120

60

2000

1600

1200

800

400

I(A) Eff(%) Pout(W) T(g/rotor)

2500 3500 4500 5500 6500 7500 8500

Voltage(V) Propeller Throttle(%) Thrust(g) Current(A) Power(W) Speed(RPM) Efficiency(g/W) Temperature(℃)

30%

33%

36%

39%

42%

45%

48%

51%

54%

57%

60%

63%

66%

69%

72%

75%

78%

81%

84%

87%

90%

100%

255 

276 

313 

360 

413 

471 

533 

597 

663 

731 

800 

870 

942 

1016 

1091 

1169 

1248 

1328 

1410 

1493 

1575 

1814 

1.7 

1.9 

2.2 

2.7 

3.3 

3.9 

4.7 

5.5 

6.4 

7.4 

8.4 

9.5 

10.7 

11.9 

13.3 

14.7 

16.2 

17.9 

19.6 

21.4 

23.3 

28.9 

19.3 

21.3 

24.9 

29.9 

36.2 

43.6 

52.0 

61.3 

71.4 

82.2 

93.7 

105.9 

118.9 

132.7 

147.5 

163.3 

180.3 

198.4 

217.7 

237.9 

258.6 

320.7 

3080 

3201 

3399 

3633 

3887 

4147 

4404 

4656 

4898 

5130 

5354 

5570 

5780 

5986 

6188 

6389 

6590 

6791 

6992 

7192 

7390 

7968 

13.2 

13.0 

12.6 

12.0 

11.4 

10.8 

10.2 

9.7 

9.3 

8.9 

8.5 

8.2 

7.9 

7.7 

7.4 

7.2 

6.9 

6.7 

6.5 

6.3 

6.1 

5.7 

11.1V
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75℃  10min

工作电压 螺旋桨 油门 拉力 电流 输入功率 转速 效率 电机机壳温度

以下数据为室温 25°C、海平面高度的环境下，变化油门输入调节拉力测得。 电机温度为100%油门下电机运行10分钟温度。
Under the environment of sea level altitude, the data above is measured in room temperature of 25°C. 

The throttle input is able to adjust the tension, and the motor temperature is the temperature of the rated throttle running for 10 minutes.



Voltage(V) Propeller Throttle(%) Thrust(g) Current(A) Power(W) Speed(RPM) Efficiency(g/W) Temperature(℃)
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Voltage(V) Propeller Throttle(%) Thrust(g) Current(A) Power(W) Speed(RPM) Efficiency(g/W) Temperature(℃)
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Voltage(V) Propeller Throttle(%) Thrust(g) Current(A) Power(W) Speed(RPM) Efficiency(g/W) Temperature(℃)
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Voltage(V) Propeller Throttle(%) Thrust(g) Current(A) Power(W) Speed(RPM) Efficiency(g/W) Temperature(℃)
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SkyWalker 2320SL 1100KV
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工作电压 螺旋桨 油门 拉力 电流 输入功率 转速 效率 电机机壳温度

以下数据为室温 25°C、海平面高度的环境下，变化油门输入调节拉力测得。 电机温度为100%油门下电机运行10分钟温度。
Under the environment of sea level altitude, the data above is measured in room temperature of 25°C. 

The throttle input is able to adjust the tension, and the motor temperature is the temperature of the rated throttle running for 10 minutes.



Voltage(V) Propeller Throttle(%) Thrust(g) Current(A) Power(W) Speed(RPM) Efficiency(g/W) Temperature(℃)
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Voltage(V) Propeller Throttle(%) Thrust(g) Current(A) Power(W) Speed(RPM) Efficiency(g/W) Temperature(℃)
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Voltage(V) Propeller Throttle(%) Thrust(g) Current(A) Power(W) Speed(RPM) Efficiency(g/W) Temperature(℃)
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Voltage(V) Propeller Throttle(%) Thrust(g) Current(A) Power(W) Speed(RPM) Efficiency(g/W) Temperature(℃)
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Propeller

80℃  4min35s

工作电压 螺旋桨 油门 拉力 电流 输入功率 转速 效率 电机机壳温度
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SkyWalker 2320SL 1250KV
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Voltage(V) Propeller Throttle(%) Thrust(g) Current(A) Power(W) Speed(RPM) Efficiency(g/W) Temperature(℃)
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工作电压 螺旋桨 油门 拉力 电流 输入功率 转速 效率 电机机壳温度

以下数据为室温 25°C、海平面高度的环境下，变化油门输入调节拉力测得。 电机温度为100%油门下电机运行10分钟温度。
Under the environment of sea level altitude, the data above is measured in room temperature of 25°C. 

The throttle input is able to adjust the tension, and the motor temperature is the temperature of the rated throttle running for 10 minutes.



Voltage(V) Propeller Throttle(%) Thrust(g) Current(A) Power(W) Speed(RPM) Efficiency(g/W) Temperature(℃)
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70℃  10min

工作电压 螺旋桨 油门 拉力 电流 输入功率 转速 效率 电机机壳温度
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Voltage(V) Propeller Throttle(%) Thrust(g) Current(A) Power(W) Speed(RPM) Efficiency(g/W) Temperature(℃)
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工作电压 螺旋桨 油门 拉力 电流 输入功率 转速 效率 电机机壳温度
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Voltage(V) Propeller Throttle(%) Thrust(g) Current(A) Power(W) Speed(RPM) Efficiency(g/W) Temperature(℃)
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工作电压 螺旋桨 油门 拉力 电流 输入功率 转速 效率 电机机壳温度
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Voltage(V) Propeller Throttle(%) Thrust(g) Current(A) Power(W) Speed(RPM) Efficiency(g/W) Temperature(℃)
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工作电压 螺旋桨 油门 拉力 电流 输入功率 转速 效率 电机机壳温度
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